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CROSS-SECTIONS  OF WIRE   ROPE
A, hoisting rope, 6 strands, each of 19 wires, laid about a hemp core ; B, cable construction Scale Lay, each strand of 19 wires, 9 outer wires, 9 small inner wires, and I large centre wire, the several strands laid about a hemp core; C, transmission or haulage rope, 6 strands, each of 7 wires, laid about a hemp core; D, galvanised compound running rope, 6 strands, each of 12 wires, laid about a hemp core; E, hoisting rope with wire core, 6 strands, each of 19 wires, laid about a wire strand of 19 wires; F, deep well-drilling cable, composed of 6 strands, 8 wires to the strand, with one hemp core; G, galvanised steel hawser, composed of 6 strands of 37 wires per strand, laid about a hentp core; H, tiller rope, composed of 6 independent Wire ropes, lajd about a hemp core; I, galvanised steel hawser and mooring line, composed of 6 strands of 24 wires per strand, laid about a hemp core with an additional hemp core in each strand; J, galvanised steel hawser and mooring line, 6 strands each composed of 12 wires with a hemp core and in turn laid about a hemp core; K, flexible hoisting rope, 8 strands, each of 19 wires, laid about a hemp core ; L, Extra-flexible hoisting rope, 6 strands each of 37 wires (aid about a hemp rope ; M, armoured wire rope with wire centre; N, armoured wire rope with hemp